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Meganite celebrates the renaissance of the popular 

15th century Venetian trend with an all-new collection of 

Terrazzo inspired 100% acrylic solid surface patterns.

 

TRUE TERRAZZO captures the classic true look of natural 

terrazzo into modern design that reveals an extraordinary 

aesthetic potential and unprecedented versatility in 

daily use. Compared with original terrazzo tiles, the key 

advantage lies with all the fundamental functionality of 

Meganite’s standard solid surface. Non-porous properties 

enable it to be installed in tough environments from 

healthcare to food service to residential spaces with 

hygienic performances and ease of maintenance. 

THE RETURN OF TRUE TERRAZZO DESIGN 
by MEGANITE SOLID SURFACE 



TRUE TERRAZZO SERIES

Rosy Terrazzo
TT001

Serenity Terrazzo
TT002

Aqua Terrazzo
TT003

Alpi Terrazzo
TT004

Vintage Terrazzo
TT005

Caramel Terrazzo
TT006

Urban Terrazzo
TT007S*

Photos of Meganite color samples may look different 
from actual sample. Please order a physical sample 
to check color before ordering full sheet.

* Dark colors need more care and attention, not 
  suitable for heavy use areas.



Rosy Terrazzo

TT001

Sheet dimension: 1/2” x 30” x 144” (12 x 760 x 3660 mm)  



Serenity Terrazzo

TT002

Sheet dimension: 1/2” x 30” x 144” (12 x 760 x 3660 mm)  



Aqua Terrazzo

TT003

Sheet dimension: 1/2” x 30” x 144” (12 x 760 x 3660 mm)  



Vintage Terrazzo

TT005

Sheet dimension: 1/2” x 30” x 144” (12 x 760 x 3660 mm)  



Caramel Terrazzo

TT006

Sheet dimension: 1/2” x 30” x 144” (12 x 760 x 3660 mm)  



Alpi Terrazzo

TT004

Sheet dimension: 1/2” x 30” x 144” (12 x 760 x 3660 mm)  



Urban Terrazzo

TT007S

Sheet dimension: 1/2” x 30” x 144” (12 x 760 x 3660 mm)  



1/2” x 30” x 144” (12 x 760 x 3660 mm)

PROPERTY TYPICAL RESULT TEST

Thickness ½ inch (12 mm) 

Specific Gravity 1.7 ASTM D-792

Water Absorption (24 hours) 0.04% ASTM D-570

Mechanical  

Tensile Strength 6,000 psi ASTM D-638

Flexural Strength 9,000 psi ASTM D-790

Hardness 60 / 90 Barcol / Rockwell

Thermal Expansion 1.3" 10-6 in/in/°F ASTM D-696

Impact Resistance >125" NEMA LD3-3 (½ lb ball)

Surface  

Stain Resistance Pass ASNI 124.3 & 124.6

Boiling Water Resistance No Change NEMA LD3-3-5

High Temperature Resistance No Change NEMA LD3-3-6

Color Stability No Change NEMA LD3-3-10

Fungi Resistance No Growth after 28 days ASTM G21

Bacteria & Germ Resistance No Change ASTM G-22

Fire & Heat  

Flammability Class 1/A ASTM E84

Flame Spread Class 1/A (< 25) 

Smoke Development Density Class 1/A (< 25) 

Certifications  

Food and Splash Zone NSF Approved NSF Standard 51

For Children & School Surfaces GREENGUARD Approved GREENGUARD GOLD

Indoor Air Quality GREENGUARD Approved GREENGUARD Certification Program

Recycled Content Material (AR Series) Pre-Consumer 6% SCS Global

STANDARD SHEET SIZE



Request Sample #meganite

www.meganite.com


